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Rules Applicable to All Classes

Each vehicle entered into the Redline Time Attack, MUST betrack ready and free form any
mechanical defect. All cars mug be able to pass the technical ingection at the track to be
permitted on tack.

- Use of nitrousoxide grictly prohbited

- Propaneinjection g/stems prohbited

- TubeFrame Chassis prohbited. Unibody must remain intact and unatered.

- Alcohol and Water Injectionis PERMITTED

- Aerodynamic parts ae PERMITTED, i.e. Wings Splitters, Canards Unde Trays, Diffusers,
etc

- Single Engine Per-Vehicle

- Engine Modificationsare allowed (forced indudion, engine swaps, bolt on upgades, ec) in
any dass

- Sugpengon nodificationsare allowed in any dass

- Brake Modificationsare dlowed in any class

- Internd Combudion Engnes Only

- Entire onigind factory Hoor paxn mug bein place

- Fud Cdlspemitted (modfication of factory floor pan is dlowed for indallation of Fud Cdl)
- Replacement of drivers and pasenge's seat are pemitted

- VehicleOoutinemus belargdy trueto the original

- Vehicles mug be built from amodd origindly produced
for legd sreet usein North America, Europeor Jpan

- All vehicles mug use tires tha are legal for use on pubic roadways in the United States, Japan
or the European Union. (DOT Approved)

- All cars are to ue an AMB timing trangponde.



- All cars mug run deas required by Redline Time Attack organizers. This may include
doorpkte on bdh ddes of vehicle, windshield banner, front or rear quater panel or any other
locationsas specified.

- All vehicles entered into competition must report to tech ingoection at the track onthe day of
the Redline Time Attack event

- Convetibles alowed ontrack with roll bars. Some cars with factory rdl protection are alowed
in Sreet and Modified Aass if they are equipped with afactory OEM roll protection system.
Check with your @ manufecturer to determine the effectiveness of roll pratection.

Redline Track Events (RTE) personné will peform a mandatory tech ingection ofeach vehicle
entered into the Radline Time Attack! Event.



STREET CLASS

The Street Class is designad for dock to modified "daly driven” vehicles. Street Class is home
for the grassroots enthusast or tuna shoplooking  provethey have they fastest vehicle on
Street tires.

Rules for Sreet Class Cas:
- Professiond drivers are notdigible to diive in Sreet Class

- Vehicle mug beregistered for us on public roadways. Vehicles entered into Sreet Class
MUST show proof of airrent registrationto Relline Time Attack event registration personnd.

- Replacement or ranovd of OEM glass prohbited.

- All Street Class vehicles mug use DOT street tires with aUTQG tread wear rating of 140 or
highe, Tireswith UTQG tread wear rating unde 140 ae not permitted in Sreet Class

-Qrull carbonfiber bodiedOvehicles prohbited from Street Class

- Cabon Rber and oter light weight material may beimplemented in place of OEM Hoodsand
TrunkgHatches.

- OEM Doors quater pands and roofsmug bekept in pace.

- Frontunde tray cannotgo rearward pest the center-line of the front axle
- Rear unde tray cannotgo forward past the center-line of the rear axle
-Sequential Gear Boxes Not Permitted in Street Class.

- No Fende Hares

- No Wide-Body Kits

- No Sugpendon tha utilizes remote reservoirs unless the reservoir is integrated to primary
dampener body

- No 3Way Adjudable Dampeners (3-Way meaning adjugability of BOTH Low and High eed
settingsfor BOTH Conmpression and Révound. Adjugment of Height is not congdered oneof
the 3-Ways of adjugability.

- Two-Way Adjugable dampeners are ALLOWED

- Convaetibles with had topscan uilize Carbon Rber/Aluminum/Fiberglass hard tops

- Replacement of drivers and pasenge seat with atermarket seats is pamitted.



-Passenge seat cannot beentirely removed.

-Interior components behind driver seat may beentirely removed
-VehicleOgarpet may be entirely removed.

-Vehicle headliner may be removed.

-OEM Dash, OEM Center conle and CEM front door pads mug remain. All components
assocdiated with and connected to the Dash, Center Con®le and Door Rands mug dso ramain.
These indudeitems such as, butnotlimited to: Center arm rest, glove box, veating, duds, OEM
gaugecluger, left/center/right kick pands, etc.

- Roll cages are permitted in Sreet class *if roll cage necessitates door bas that require removal
or autting of CEM door pael, then OEM door pad may beremoved oraltered only for
ingallation of rdl cage A safety ingoection of theroll cage will be peformed. If theroll cageis
deemed to beunsafe by the Chief of Inspections the vehicle will not be pemitted to participate
in the event. Front door factory gass may also beremoved if aroll cageisingalled with door
bars tha necessitate theremovad of theglass in orde to make way for the door fars.

- Factory restraints are pemitted for eny vehicle in dreet class. If four/five/six point harnessis
utilized, car mugt have harness ba indalled.

- Sndl 2000 or hghe rated hdmet required.

- Convetibles allowed ontrack with roll bars. Some cars with factory rdl protection are alowed
if they are equipped with a factory OEM roll protection s/stem. Check with your @r
manufactureto determine the effectiveness of roll protection.

- See "Vehicle Classification List" For List of Vehicles Rdegated to Modified Class or
Unlimited Class. i.e. ome vehicles will NOT be pemitted in the Street Class dueto specific
horse power or oher specifications For example, a Ferrari Enzo or Porsche Carrera GT will be
relegaed to the Unlimited dass dueto there "supe car” specification.



MODIFIED CLASS

TheModified assis designed for venicles that are more heavily modfied and/or and have a
greater specific power oufput.

Rules for Modified Class Cas:

-Modified Class cars do notneed to be currently registered for dreet use.

- Professiond Drivers are permitted in Modified Class.

- Replacement or removd of OEM glass prohbited.

- All Modified Class vehicles are required to use DOT approvel tires with UTQG tread wear
ratingsof 50 and éowe. Tires with less than aUTQG rating of 50are not permitted in Modifi ed

Class.

-Qrull carbon iber bodiedOvehicles prohbited from Modified Class. These vehicles must
compete in Unlimited Class

- Cabon Rber and oher light weight material (nonrOEM) Hoods
TrunkgHatches/Fenders/Doorspermitted.

-Sequential Gear Boxes Not Permitted in Modified Class.

- Full unde trays are dlowed

- Wide Body Kits Allowed

- Fende Hares Allowed

- Convaetibles with had topscan uilize Carbon Rber/Aluminum/Fiberglass hard tops
- All Modified Class vehicles are na pamitted to have fully "gutted” interiors

- Vehicle carpet may beentirely removed

- Vehicle headliner may beentirely removed



-OEM Dash, OEM Frontdoor pads and CEM Center conle mug beingalled. All
components associated with and connected to the Dash, Center Con®le and Door Rands mug
also remain. These indudeitems such as, but notlimited to: Center arm rest, glovebox, venting,
duds, OEM gaugecluder, left/center/right kick panels, ec.

- OEM front door pads may ONLY beremoved to allow for sdeimpect roll bars tha protrude
into the space normelly occupied by the OEM door pads. OEM Front door gbss may be
removed to make way for door bas as pat of aroll cage

-Interior components behind driver seat may beremoved.
-Replacement of drivers and pasenge seat with atermarket seats is pamitted.
-Passenge seat may be removed entirely.

- Factory restraints are pemitted for vehicles in Modified Qass. If aftermarket harnesses are
utilized, the vehicle mug have a harness bar indalled.

- Full roll cages are peamitted in Modified class. A safety ingection of the roll cage will be
performed. If the roll cage is deemed to be unsafe by the Chief of Inspections the vehicle will
not be permitted to paticipae in the event.

- Sndl 2000 or hghe rated hdmet required.

- Convetibles alowed ontrack with roll bars. Some cars with factory rdl protection are alowed
if they are equipped with a factory OEM roll protection g/stem. Cheek with your @r
manufactureto determine the effectiveness of roll protection.

- (HondaChdlengedH4 cars are eligible for the Redline Time Attack Modified Qass, 0 long &
the vehicle meets H4 Class rules.

-See "Vehicle Classification List" For List of Vehicles Rdegaed to Unlimited dass. i.e. some
vehicleswill NOT be permitted in the Street or Modified Class dueto ecific hore power or
other specifications For example, a Ferrari Enzo or Porsche Carera GT will berelegated to the
Unlimited dass dueto there "supe car” specification.



UNLIMITED CLASS

The Unlimited Aassis designad for full blown rece/Time Attack vehicles and "supe car"
exotics.

Rules specific for Unlimited Class Cas:
-Lexan/Plexiglass windows permitted. Vehicle cannot be QvindowlessQ
-Sequential Gear Boxes Permitted in Unlimited Class.

- Cugom sugpenson g/stems may beindalled. Sheet metal, induding portonsof the Unibody,
may be cut and/or removed to make way for such cugom sugpenson g/stems.

- Full Cabon fiber or aher light weight materials pamitted with nolimitations

- Use of DOT legd tiresis required. Tire manufecturer UTQG tread wear rating of less than 50
permitted for Unlimited Class. Non-DOT approved Race Sicks are not permitted.

-See "Vehicle Classification List" For List of Vehicles Rdegaed to Unlimited dass. i.e. ome
vehicleswill NOT be permitted in the Street or Modified Jass dueto ecific horse power or
other gecifications For example, a Ferrari Enzo or Porsche Carera GT will berelegated to the
Unlimited dass dueto there "supea car” specification.

¥me cars will only beable to compete in the Unlimited class. Depending on \ehicle dynamics,
some cars will be relegaed to the Unlimited dass, dick "Vehicle Classes' for thelist of vehicles
relegated to the Unlimited dass.



